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Diese Modifikation basiert auf folgender
Anderungsnummer:

Bo209-01 1-2022

This Modification is covered by the tollowing
Change Approval Number:

Bo209-01 1-2022

1. BETROFFENE FLUGZEUGE:

Bölkow BD 209 MONSUN

2. DRINGLICHKEIT:

Optional

3. GEGENSTAND:

Ergänzung des Flughandbuches bei der
Verwendung alternativer bleifreier Kraftstoffe
gemäß CS-STAN SC202/SC203.

4. ANLASS:

Der Triebwerkhersteller Lycoming gibt die
Verwendung einzelner bleifreier Kraftstoffe in
Ubereinstimmung mit Sl No. 1O7OAB frei.
Dieses Service Bulletin bietet eine Empfehlung
für die Anderung im Flughandbuch zur
Verwendung von bleifreien Luftfahrt-
Kraftstoffen in der Flugzeug-Zelle gemäß den
Standard Changes SC202 und SC203.

5. MASSE UND SCHWERPUNKT:

N/A

Kennzeichnung an den Tankeinfüllstutzen

Das Flughandbuch sollte wie folgt ergänzt

1. AFFECTED AIRCRAFT:

Bölkow BD 209 MONSUN

2. TIME OF COMPLIANCE:

Optional

3. SUBJECT:

Aircraft Flight Manual amendment for the use of
alternative unleaded tuels according to CS
STAN SC202/SC203.

4. REASON:

The engine manutacturer Lycoming permits the
use of certain unleaded fuels as per Sl No.
1O7OAB. This Service Bulletin is issued tor
guidance an the amendment of the Aircraft
Flight Manual for the use ot these unleaded
aviation fuels at airtrame level in accordance
with Standard Changes SC202 and SC203.

5. WEIGHT AND BALANCE:

N/A

Placard on tuel tank filler caps

The Aircraft Flight Manual should be
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werden: amended as follows:

EASA.21 J.026

Airbus Defence and Space GmbH
82024 Taufkirchen
Germany

Flughandbuch für Bo 209 Monsun W.Nr.
101-180 und 188:

Aircraft Flight Manual tor Bo 209 Monsun
SN 101-1 80 and 188:

Zusätzlich zu den Kraftstoffen, die in Abschnitt
2.2 aufgeführt sind, können folgende bleifreie
Luftfahrt-Kraftstoffe verwendet werden:

- Bleifreies AvGas UL 91 (gemäß ASTM
D7547 oder DEF-STAN 91-090)

- Bleifreies AvGas Hjelmco 9 1/96 UL
(gemäß ASTM D7547 oder DEF-STAN
91-090 oder MIL-G-5572)

- Bleifreies AvGas Hjelmco 9 1/98 UL
(gemäß ASTM D7547 oder DEF-STAN
91-090 oder MIL-G-5572)

Die Hinweisschilder auf beiden
Tankverschlüssen an der Tragfläche, wie in
Abschnitt 3.6 des deutschen Flughandbuches
(LF 5D) definiert, müssen wie folgt ersetzt
werden:

In addition to the fuels referenced in section 2.2
the following unleaded aircraft fuels may be
used:

Unleaded AvGas UL 91 (as per ASTM
D7547 or DEF-STAN 91-090)

Unleaded AvGas Hjelmco 9 1/96 UL (as
per ASTM D7547 or DEF-STAN 91-090
or MIL-G-5572)

Unleaded AvGas Hjelmco 9 1/98 UL (as
per ASTM D7547 or DEF-STAN 91-090
or MIL-G-5572)

The placards on both fuel tank filler caps as
defined in section 3.6 of the English Aircraft
Flight Manual (LF 5E) have to be replaced by:

Bo 209-1 50:
Kraftstoff 74 1
AvGas 80/87 Oktan
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 91/96 UL
Unleaded AvGas Hjelmco 91/98 UL

Bo 209-1 60:
Kraftstoff 74 1
AvGas 100/130 Oktan
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 9 1/98 UL

Flughandbuch für Bo 209 Monsun ab W.Nr.
181 außer 188:

Aircraft Fliciht Manual tor Bo 209 Monsun
SN 181 onwards excluding 188:

- Bleifreies AvGas UL 91 (gemäß ASTM
D7547 oder DEF-STAN 91-090)

- Bleifreies AvGas Hjelmco 9 1/96 UL
(gemäß ASTM D7547 oder DEF-STAN

- Unleaded AvGas UL 91 (as per ASTM
D7547 or DEF-STAN 91 -090)

- Unleaded AvGas Hjelmco 9 1/96 UL (as
per ASTM D7547 or DEF-STAN 91-090

Bo 209-1 50:
Fuel 741(16.2 Imp. Gal. / 19.4 US Gal.)
AvGas 80/87 Octane
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hielmco 91/98 UL

Bo 209-1 60:
Fuel 74 1(16.2 Imp. Gal. / 19.4 US Gal.)
AvGas 100/1 30 Octane
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 9 1/98 UL

Zusätzlich zu den Kraftstoffen, die in Abschnitt
2.2 aufgeführt sind, können folgende bleifreie
Luftfahrt-Kraftstoffe verwendet werden:

In addition to the fuels referenced in section 2.2
the following unleaded aircraft fuels may be
used:
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91-090 oder MIL-G-5572)
- Bleifreies AvGas Hjelmco 9 1/98 UL

(gemäß ASTM D7547 oder DEF-STAN
91-090 oder MIL-G-5572)

Die Hinweisschilder auf beiden
Tankverschlüssen an der Tragfläche, wie in
Abschnitt 2.12.6 des deutschen
Flughandbuches (LF 36D) definiert, müssen
wie folgt ersetzt werden:

EASA.21 J.026
Airbus Defence and Space GmbH
82024 Taufkirchen
Germany

or MIL-G-5572)
- Unleaded AvGas Hjelmco 9 1/98 UL (as

per ASTM D7547 or DEF-STAN 91-090
or MIL-G-5572)

The placards on both fuel tank filler caps as
defined in section 2.12.6 of the English Aircraft
Flight Manual (LF 41 E) have to be replaced by:

Bo 209-1 50:
Kraftstoff 74 1
AvGas 80/87 Oktan
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 9 1/98 UL

Bo 209-1 60 und Bo 209-Acro:
Kraftstoff 74 1
AvGas 100/1 30 Oktan
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 91/98 UL
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Bo 209-1 50:
Fuel 74 1(16.2 Imp. Gal. /19.4 US Gal.)
AvGas 80/87 Octane
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 9 1/98 UL

Bo 209-1 60 and Bo 209-Acro:
Fuel 74T(162 Imp. Gal./19.4 US Gal.)
AvGas 100/1 30 Octane
Unleaded AvGas UL 91
Unleaded AvGas Hjelmco 9 1/96 UL
Unleaded AvGas Hjelmco 91/98 UL
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Der technische Inhalt dieses Dokumentes ist
aufgrund von EASA Entwicklungsbetriebs
anerkennung Nr. EASA.21J.026 zugelassen.

Erstellt & Kontakt / Prepared & Contact:

Dr. Alexander Allen
Stelivertretender Entwickl ungsbetriebsleiter /
Authorised Representative HDO
Airbus Defence and Space GmbH
Tel: +49 (8459) 81-78834
E-Mail: alexander.a.allen @airbus.com

EASA.21 J.026
Airbus Defence and Space GmbH
82024 Taufkirchen
Germariy

The technical content of this document is
approved under the authority of the EASA
Design Organization Approval No.
EASA.21 J.026.

Genehmigt / Approved:

)

Claudia Engler
Zivile Musterprüfleitstelle /
/ Civil Office of Airworthiness
Airbus Defence and Space GmbH
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